
HAICI   CORPORATION
  SPECIFICATION    FOR    APPROVAL

CUSTOMER :      CUSTOMER'S  PART  NO/DWG  NO.

ITEM : F10 UF-70 (B)

   (1)  DIMENSION (UNIT : m/m) A 16.5     + \ - 1.00 m/m

B 30.0     + \ - 1.00 m/m

C 23.0     + \ - 1.00 m/m

D 7.0     + \ - 1.00 m/m

E 15.0 +/- 1.00 m/m

F m/m

G m/m

H m/m

   (2)  ELECTRICAL  REQUIREMENTS : P     + \ - m/m

    L TEST   KHZ              TEST  INSTRUMENTS

FREQ   MHZ

    C      PF TEST   KHZ  1. Q-METER :   Ο  HP4342A  Ο  MQ-171

FREQ   MHZ

    Z1 TEST   KHZ  2. L.C.R. METER :   Ο  HP4261A

50 OHMS  MIN
FREQ 25   MHZ

    Z2 TEST   KHZ  3. IMPEDANCE ANALYZER :    ●  E4991A

120 OHMS  MIN
FREQ 100   MHZ                                                          Ο  HP4192A

COIL TEST   KHZ  4. GRID DIP METER :    Ο    WB-200

FREQ   MHZ

DATA PF TEST   KHZ  5. DIGITAL MINI-OHM METER :   Ο   VP2941A

FREQ   MHZ  6. CHEN HWA CDC-301  Ο

 7. CHEN HWA 100 LCR METER   Ο

   WINDING  :   0.65 φ  x 100L(mm) x 0.5Ts

DRAWN         CHECKED APPROVED  ISSUED  NO.

DATE  DATE DATE

URBP-017-018A
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B
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E
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E4991A

尊敬的客户:

请确认好此份承认书后及时回签一份予我司;若未签回,后续订单以

此份承认书为出货检验标准。谢谢！

D



CUSTOMER:  DATE:

TYPE:

MATERIAL
INITIAL

PERMEABILITY

PRACTICAL

FREQUENCY

RESIDUAL

FLYX

DENSITY(Br)

  SATURATION

FLYX

DENSITY(Bs)

MAGNETIZN

GFORCE

CURIE

TEMP

UNIT ui MHZ Gauss Gauss Oested ℃

F10 380 0.7-1.0 2007 3375 0.39 186

TESTING CONDITION:

1.Testing  Equipment:   E-4991A Approved by:

Checked by:

          0.65φ*0.5TS*100L(mm) Tested by:
URBP-017-019A

5.11

2.Testing Frequency Range:    1-1000MHZ

IMPEDANCE V.S FREQUENCY(Z-f)
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